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NOTES:

TYPE ’B’

THE WORD "WATER"

ON COVER (TYP)

THE WORD "WATER"

ON COVER (TYP)

(NOT SUBJECT TO VEHICULAR TRAFFIC)

NOTE 1

SEE NOTE 2

TYPE ’A’

TYPE ’C’
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(TO BE USED IN AREAS SUBJECT TO

VEHICULAR TRAFFIC)

     
                                

                                

INSTALL 8" CI FRAME

AND COVER

PER DETAIL 270

VALVE BOX INSTALLATION

AND GRADE ADJUSTMENT391-1
          

DETAIL NO.                                 
                                

STANDARD DETAIL

ENGLISH 01-01-2022

REVISED

391-1

DETAIL NO.

SEE

MEDIUM BROOM

FINISH WITH

RADIALLY SCORED

MARKS (4 MIN)

1
/

4
"

SECT 725

RISER PAD PER 

CONCRETE 

CLASS "B" 

PAD

CONCRETE RISER 

CAUTION:

& VERTICALLY.

#4 REINFORCING STEEL HOOP EQUALLY CENTERED HORIZONTALLY 5.

NUT EXCEEDS 5 FEET. SEE DETAIL 393 FOR VALVE EXTENSION.  

DIMENSION FROM FINISH GRADE TO THE TOP OF THE OPERATING 

WATER VALVE EXTENSIONS SHALL BE INSTALLED WHEN THE 7.

CONCRETE SHALL BE CLASS "AA" PER SECTION 725.6.

GUIDELINES FOR WORKING WITH ACP.

RISER IS ASBESTOS-CEMENT PIPE (ACP) FOLLOW OSHA 

 IF EXISTING CUT RISER PIPE TO LENGTH IN FIELD. 4.

95% MAXIMUM DENSITY. 

GROUND BELOW THE CONCRETE RISER PAD TO BE COMPACTED 3.

ADJUSTABLE CAST IRON VALVE BOX C.I. MIN 30,000 P.S.I.

USE DEEP SKIRTED LID (4" OR MORE) TYPE, SLIDING 2.

TO PLACEMENT OF CONCRETE. 

VALVE BOX SHALL BE ADJUSTED TO THE FINISHED GRADE PRIOR 1.

(TYP)

GRADE 

FINISH 

X/K

VIEW A-A

X/K

(TYP)

SEE NOTE 5 
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(DETAIL 270)

COVER ONLY 

AREAS

UNPAVED 

PAVEMENT

BITUMINOUS 

EXISTING 
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NOTES:

TYPE ’C’

THE CAP SHALL BE MANUFACTURED OF CORROSIVE

RESISTANT MATERIALS.

DEBRIS CAP SHALL BE INSTALLED AS CLOSE UNDER THE

CAST IRON COVER WITHOUT INTERFERING WITH COVER

OPERATION.

THE CAP SHALL BE CAPABLE OF SECURELY HOLDING A

STANDARD LOCATING COIL, "SCOTCH MARK" 4 DISK MARKER

BY 3M OR EQUAL.

THE CAP SHALL BE CONSTRUCTED TO ALLOW THE DEVICE

TO BE SECURED BY A LOCK.  THE LOCK (PAD, BARREL, ETC.)

SHALL BE SUPPLIED BY THE AGENCY.

THE CAP SHALL BE INSTALLED IN ALL VALVE HOUSINGS AS

REQUIRED BY THE CONTRACT DOCUMENTS OR BY THE

AGENCY’S POLICIES.

TYPE ’B’

TYPE ’A’

1.

2.

3.

4.

5.

6.

DEBRIS CAP

DEBRIS CAP

DEBRIS CAP

THE DEBRIS CAP SHALL BE DESIGNED AND INSTALLED TO

PREVENT DEBRIS SUCH AS DIRT, DUST SAND, ETC., FROM

PASSING AROUND THE CAP AND DOWN INTO THE VALVE

HOUSING.   THE CAP SHALL BE HELD IN PLACE BY A

MECHANISM WHICH WILL NOT DAMAGE THE VALVE HOUSING.

VALVE BOX AND COVER

FOR DETAIL 391-1,

TYPE C

VALVE BOX AND COVER

FOR DETAIL 391-1,

TYPE B

VALVE BOX AND COVER

FOR DETAIL 391-1,

TYPE A

DEBRIS CAP INSTALLATION392           

DETAIL NO.                                 
                                

STANDARD DETAIL

ENGLISH

REVISED

392

DETAIL NO.

01-01-2022
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